
 

 

CAPIXA INDUSTRIES 

Features :  

1. Superior Video Quality : Crystal – Clear Video up to 4k and 1080p @60Hz Signals 

2. HDMI Ethernete Channel Functionality : additional dedicated data channel supports networking 

3. Available in lengths from 1.5 to 10 mtr 

4. RoHS Complaint 

5. Bend Radius 90o 

6. HDMI (3D, Deep Color, 4K) and HDCP 2.2 Compatible  

7. Gold – Plated Connectors for reliable transmissions 

Note  :  Feature only available if linked devices are HDMI Ethernet 

Specifications HDMI Cable 5mtr (Order MOQ – 100) 

Physical Properties 

Video Resolution 4k to 1080p 

Cable Length 5 MTR 

Cable Color Black 

Cable Outer Dimension 6.0 + 0.15mm, 6.0 + 0.02mm, 7.3 + 0.2mm, 10.0 + 0.2mm 

Conductor Material Tinned Copper , Solid Bare Copper 

Connector Plating Gold 

Connector Type HDMI (19Pin) Male to Male 

Cable Shield Type Aluminium Foil 

Cable Jacket Type PVC With Nylon Net Covered 

Environmental  

Operating Temperature 80o C 

Rating UL VW-1 (Flame Rate), CSA 

 

   


